Notes:
- Blocking to be provided by others per layout.
- Outrigger, Z-Blade and Bracket finish: Kynar Coat (Bright Silver - Mock up review only).
- Sunshade construction to be mechanically fastened.
- Building to be field measured prior to fabrication.
- Four to six weeks lead time for production after field measurements are complete and approved submittals.
DOUBLE 2" X 10" WOOD BLOCKING BY OTHERS @ SUNSHADE LEVEL

50 3/4" OUTSIDE OF BRACKET TO CENTER OF BRACKET

50 3/4" CENTER OF BRACKET TO OUTSIDE OF BRACKET

50 7/8"

102"

34"

1/4"

PLAN VIEW

#40, 41
BUILDING #1

BRACKET
3/8" S.S. THRU BOLT W/ WASHER & NUT
100% SUN CUT OFF

8" X 1/4" ALUM. OUTRIGGER
6" Z-BLADE

SECTION DETAIL
1, 6, 11, 13, 14, 15, 20, 23, 28, 31, 32, 37, 42, 44, 46, 47, 48, 49, 50, 52, 54, 56, 58

DOUBLE 2" X 10" WOOD BLOCKING BY OTHERS
3/8" X 5" LAG SCREW

56'-4 1/2" a.f.f. CENTER OF BLOCKING
CEMENTIOUS FASCIA PROVIDED BY OTHERS
CEM SIDING
WINDOW
BUILDING #1

BRACKET

3/8" S.S. THRU BOLT
W/ WASHER & NUT

100% SUN CUT OFF

8" X 1/4" ALUM. OUTRIGGER

6" Z-BLADE

SECTION DETAIL

#4, 9, 12, 18, 26, 35, 40

1 1/2"

DOUBLE 2" X 10" WOOD BLOCKING BY OTHERS

3/8" X 5" LAG SCREW

44'-8" a.f.f.
CENTER OF BLOCKING

CEMENTIOUS FASCIA PROVIDED BY OTHERS

CEM SIDING

WINDOW
BUILDING #1

BRACKET
3/8" S.S. THRU BOLT W/ WASHER & NUT
100% SUN CUT OFF

8" X 1/4" ALUM. OUTRIGGER
6" Z-BLADE

8" Z
32'-7 1/2" a.f.f.

32'-11 1/2" a.f.f.
CENTER OF BLOCKING

DOUBLE 2" X 10" WOOD BLOCKING BY OTHERS

3/8" X 5" LAG SCREW

CEMENTIOUS FASCIA PROVIDED BY OTHERS
CEM SIDING
WINDOW

SECTION DETAIL
#2, 7, 16, 21, 24, 29, 33, 38
BUILDING #1

BRACKET
3/8" S.S. THRU BOLT W/ WASHER & NUT
100% SUN CUT OFF

8" X 1/4" ALUM. OUTRIGGER
6" Z-BLADE

20-11" a.f.f.

8" EQ.

0.5" DOUBLE 2" X 10" WOOD BLOCKING BY OTHERS
3/8" X 5" LAG SCREW

21'-3" a.f.f. CENTER OF BLOCKING

CEMENTIOUS FASCIA PROVIDED BY OTHERS
CEM SIDING

WINDOW

SECTION DETAIL
#5, 10, 19, 27, 36, 41
BUILDING #1

BRACKET

3/8" S.S. THRU BOLT
W/ WASHER & NUT

100% SUN CUT OFF

9'-2 1/2" a.f.f.

8" X 1/4" ALUM. OUTRIGGER

6" Z-BLADE

3/8" X 5" LAG SCREW

9'-6 1/2" a.f.f.
CENTER OF BLOCKING

CEMENTIOUS FASCIA
PROVIDED BY OTHERS

CEM SIDING

WINDOW/DOOR

1 1/2"

EQ.

34"

38 1/2"

SECTION DETAIL
#34, 39

DOUBLE 2" X 10" WOOD BLOCKING BY OTHERS
BUILDING #1

BRACKET

3/8" S.S. THRU BOLT W/ WASHER & NUT
100% SUN CUT OFF

8" X 1/4" ALUM. OUTRIGGER

6" Z-BLADE

EQ.

7'-2" 1/2" a.f.f.

34"

8"

1 1/2"

7'-6 1/2" a.f.f.
CENTER OF BLOCKING

3/8" X 5" LAG SCREW

CEMENTIOUS FASCIA PROVIDED BY OTHERS

CEM SIDING

WINDOW/DOOR

DOUBLE 2" X 10" WOOD BLOCKING BY OTHERS

SECTION DETAIL

#3, 8, 17, 22, 25, 30, 43, 45

JOB No.
5462

17 - 22
BUILDING #2

- **BRACKET**
  - 3/8" S.S. THRU BOLT W/ WASHER & NUT
  - 100% SUN CUT OFF

- **8" X 1/4" ALUM. OUTRIGGER**

- **6" Z-BLADE**

- **8"**
  - **46'-4" a.f.f.**

- **EQ.**

- **34"**
  - **1 1/2"**

- **14 1/2"**

- **DOUBLE 2" X 10" WOOD BLOCKING BY OTHERS**
  - **3/8" X 5" LAG SCREW**

- **46'-8" a.f.f.**
  - **CENTER OF BLOCKING**

- **CEMENTOUS FASCIA PROVIDED BY OTHERS**

- **CEM SIDING**

- **WINDOW**

- **SECTION DETAIL #59, 68**
Fluropon

This system provides a powerful chemical bond, superior resistance to ultraviolet radiation resulting in exceptional color retention, resistance to chalking and chemical degradation.

COLOR SELECTED FOR MOCK UP REVIEW ONLY. FINAL COLOR TO BE MADE AT MOCK UP REVIEW.